








PK 10000
Performance

HIGH-PERFORMANCE AND COST-EFFICIENT

Applications shown in the leaflet do not always correspond to the standard specifications. Design and specification are subject to change without prior notice. 

Country-specific regulations must be considered for the crane installation. KP-PK10000M1+E, 10/07

www.palfinger.com

TECHNICAL DATA

PK 10000 Performance
hydraulic
Max. lifting capacities 5700 kg 12570 lbs
Outreach Capacity

4.4 m 14’  5’’ 2160 kg 4760 lbs
6.1 m 20’  0’’ 1570 kg 3460 lbs

PK 10000 Performance A
hydraulic
Max. lifting capacities 5580 kg 12300 lbs
Outreach Capacity

4.4 m 14’  5’’ 2080 kg 4590 lbs
6.1 m 20’  0’’ 1490 kg 3280 lbs
8.0 m 26’  3’’ 1120 kg 2470 lbs

PK 10000 Performance B
hydraulic
Max. lifting capacities 5460 kg 12040 lbs
Outreach Capacity

4.4 m 14’  5’’ 2010 kg 4430 lbs
6.1 m 20’  0’’ 1410 kg 3110 lbs
8.0 m 26’  3’’ 1030 kg 2270 lbs

10.1 m 33’  2’’ 800 kg 1760 lbs
manual
12.4 m 40’  8’’ 490 kg 1080 lbs
14.4 m 47’  3’’ 380 kg 840 lbs
16.4 m 53’ 10’’ 300 kg 660 lbs

PK 10000 Performance C
hydraulic
Max. lifting capacities 5360kg 11820 lbs
Outreach Capacity

4.4 m 14’  5’’ 1950 kg 4300 lbs
6.1 m 20’  0’’ 1340 kg 2950 lbs
8.0 m 26’  3’’ 950 kg 2090 lbs

10.1 m 33’  2’’ 720 kg 1590 lbs
12.2 m 40’  0’’ 590 kg 1300 lbs
manual
14.3 m 46’ 11’’ 350 kg 770 lbs
16.3 m 53’  6’’ 280 kg 620 lbs
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B C

The outreaches stated are with a boom angle of
20° and are therefore not the maximum.
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The outreaches stated are with a boom angle of
20° and are therefore not the maximum.
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PK 10000 Performance
Technical Specifications (EN 12999 H1-B3)
Max. lifting moment 9.5 mt/93.5 kNm 68940 ft.lbs
Max. lifting capacity 5700 kg/55.9 kN 12570 lbs
Max. hydraulic outreach 12.4 m 40’ 8’’
Max. manual outreach 16.2 m 53’ 2’’
Slewing angle 400°

PK 10000 Performance
Standard crane
Slewing torque 1.2 mt/11.8 kNm 8700 ft.lbs
Outreach 6.2 m 20’ 4’’
Stabilizer spread standard 3.3 m 10’ 9’’
Stabilizer spread max.  5.6 m 18’ 4’’
Fitting space required 0.70 m 2’ 4’’
Width folded 2.5 m 8’ 2’’
Max. operating pressure 315 bar 4568 psi
Recommended pump capacity from 6.6 imp.gal./min 7.9 US gal./min

to 9.9 imp.gal./min   11.9 US gal./min
with radio remote control and LS-System from 9.9 imp.gal./min 11.9 US gal./min

to 13.2 imp.gal./min  15.9 US gal./min
Dead weight standard crane 1031 kg 2270 lbs

PALFINGER PERFORMANCE – FOR PERFORMANCE AND SAFETY
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